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Good to know
HOW TO FIND A POWER SUPPLY?

When choosing a driver for an LED luminaire the specifications of the driver  
need to match the specifications of the LED in terms of: 
 
•  Current (mA)
•  Power (W) 
•  Voltage (V/Vf)

The current is a fixed value and should never exceed the luminaire’s maximum value. 
This might damage the LED over time or immediately. 

Choosing a lower current is never an issue. This will reduce the lumen output and  
the power consumption. 

•  The driver’s power should be equal to or higher than the LED power
•  The driver’s voltage should be equal to or higher than the LED power

NO MATCH because  
voltage isn’t aligned

NO MATCH because voltage  
and power aren’t aligned

*all examples from this page out of the catalogue

MATCH

DRIVER 500mA 20W DIM

IP20 0.01kg

20W | preset at 500mA
26-38V | phase-cut dim
220-240VAC | 50-60Hz | 10-100%
L/W/H 138x44x30

DEEP ADJUST 2.0 | PIRRO 4.0, 6.0 
PLANO 2.0 | RON 2.0 | STRANGE 
TRIMLESS 2.0 | SNEAK 2.0
SNEAK TRIMLESS 2.0

DRIVER 500mA 24W IP68
24W | 500mA | 5-49V
99-264VAC | 50-60Hz
L/W/H 122x54x26

IP68 0.25kg

DEEP IP65 | DEEPER IP44 
TAIO IP65

code
 90224602

code
 90214702

DEEP | DEEPER | DEEP ADJUST 
1.0 | DEEP ADJUST TRIMLESS 
DEEP ADJUST ASYM | RONY 
RON 1.0 | PLANO 1.0 | STRANGE 
TRIMLESS 1.0 | SNEAK 1.0 | SNEAK 
TRIMLESS 1.0 BLIEK ROUND 
BLIEK SQUARE | PIRRO 2.0
DEEP IP65 | DEEPER IP44 | TAIO 
IP65 | RINI SNEAK IP44 | PLANO 
IP44 | PERLEZ IP44

DRIVER 500mA 10W DIM
10W | 500mA | 12-21V | phase-cut dim
220-240VAC | 50-60Hz
L/W/H 115x41x25

IP20 0.08kg

DRIVER 500mA 10W 
1-10V DIM
10W | 500mA | 10-20V | 1-10V dim 
220-240VAC | 50-60Hz | 10-100%
L/W/H 102x51x30

IP20 0.06kg

code
 90224403

code
 90234401

DRIVER 500mA 24W DALI
24W | preset at 500mA | 6-49V
DALI-2 | push dim | 220-240VAC
50-60Hz | 1-100%
L/W/H 143x43x30

IP20 0.13kg

code
 90244701

DRIVER 500mA 7W IP67
7W | 500mA | 5-14.5V
90-295VAC | 47-63Hz
L/W/H 57x41x24

DEEP BIJOU IP65 | ORIS 0.7, 0.8, 
1.3, 2.0

IP67 0.15kg

code
 90214301

DRIVER 500mA 6.5W DIM

IP20 0.07kg

6.5W | preset at 500mA
7-13V | phase-cut dim
220-240VAC | 50-60Hz | 10-100%
L/W/H 122x41x23

DEEP BIJOU IP65 | PIRRO 1.0 

code
 90224301

DEEP | DEEPER | DEEP ADJUST 
1.0 | DEEP ADJUST TRIMLESS 
DEEP ADJUST ASYM | DEEP 
IP65 | DEEPER IP44 | BLIEK 
ROUND | BLIEK SQUARE | RINI 
SNEAK IP44 | RON 1.0 | RONY 
STRANGE TRIMLESS 1.0 | PLANO
1.0 | PLANO IP44 | TAIO IP65 
SNEAK 1.0 | SNEAK TRIMLESS 1.0

DRIVER 500mA 10W
10W | 500mA | 13-20V
220-240VAC | 50-60Hz
L/W/H 65x39x20

DEEP BIJOU IP65 | THEMIS
STRANGE TRIMLESS wall | LITO

DRIVER 500mA 6W
6W | 500mA | 3-12V
90-264VAC | 50-60Hz
L/W/H 68x35x21

IP20 0.04kg IP20 0.04kg

code
 90214201

code
 90214406

DEEP | DEEPER | DEEP ADJUST 
1.0, 2.0 | DEEP ADJUST TRIMLESS 
DEEP ADJUST ASYM | RONY 
RON 1.0, 2.0 | PLANO | STRANGE 
TRIMLESS | SNEAK | SNEAK 
TRIMLESS

808 — 809
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PLANO 2.0 | RON 2.0 | STRANGE 
TRIMLESS 2.0 | SNEAK 2.0
SNEAK TRIMLESS 2.0

DRIVER 500mA 24W IP68
24W | 500mA | 5-49V
99-264VAC | 50-60Hz
L/W/H 122x54x26

IP68 0.25kg

DEEP IP65 | DEEPER IP44 
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IP20 0.13kg

code
 90244701

DRIVER 500mA 7W IP67
7W | 500mA | 5-14.5V
90-295VAC | 47-63Hz
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7-13V | phase-cut dim
220-240VAC | 50-60Hz | 10-100%
L/W/H 122x41x23
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code
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DEEP | DEEPER | DEEP ADJUST 
1.0 | DEEP ADJUST TRIMLESS 
DEEP ADJUST ASYM | DEEP 
IP65 | DEEPER IP44 | BLIEK 
ROUND | BLIEK SQUARE | RINI 
SNEAK IP44 | RON 1.0 | RONY 
STRANGE TRIMLESS 1.0 | PLANO
1.0 | PLANO IP44 | TAIO IP65 
SNEAK 1.0 | SNEAK TRIMLESS 1.0
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1.0, 2.0 | DEEP ADJUST TRIMLESS 
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808 — 809
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DRIVER 500mA 6.5W DIM

IP20 0.07kg

6.5W | preset at 500mA
7-13V | phase-cut dim
220-240VAC | 50-60Hz | 10-100%
L/W/H 122x41x23

DEEP BIJOU IP65 | PIRRO 1.0 

code
 90224301

DEEP | DEEPER | DEEP ADJUST 
1.0 | DEEP ADJUST TRIMLESS 
DEEP ADJUST ASYM | DEEP 
IP65 | DEEPER IP44 | BLIEK 
ROUND | BLIEK SQUARE | RINI 
SNEAK IP44 | RON 1.0 | RONY 
STRANGE TRIMLESS 1.0 | PLANO
1.0 | PLANO IP44 | TAIO IP65 
SNEAK 1.0 | SNEAK TRIMLESS 1.0

DRIVER 500mA 10W
10W | 500mA | 13-20V
220-240VAC | 50-60Hz
L/W/H 65x39x20

DEEP BIJOU IP65 | THEMIS
STRANGE TRIMLESS wall | LITO

DRIVER 500mA 6W
6W | 500mA | 3-12V
90-264VAC | 50-60Hz
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IP20 0.04kg IP20 0.04kg
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DEEP | DEEPER | DEEP ADJUST 
1.0, 2.0 | DEEP ADJUST TRIMLESS 
DEEP ADJUST ASYM | RONY 
RON 1.0, 2.0 | PLANO | STRANGE 
TRIMLESS | SNEAK | SNEAK 
TRIMLESS

808 — 809

 Ceiling recessed

PRIVATE RESIDENCE | ANKER & CO DENMARK

ø94

77

1.0 LED 

 LED  COB 6/9W | 350/500mA | 17V
 aluminium 

IP20   0°-35°|355° 34°  SDCM2 L80|55K 0.17kg

ø94

76

ø94

10
7

1.0 MR16 

 QR-CBC51 max. 12W | GU5.3  |  12V
 aluminium

IP20    0°-35°|355° 0.17kg

1.0 PAR16 

 PAR16 max. 12W | GU10 
 100-240VAC | 50-60Hz 
 aluminium 

IP20   0°-35°|355° 0.21kg

 DEEP ADJUST

 code 
 184361W_ 

 184361S_ 
184361M_ 
184361G_ 
184361Q_ 
184361B_ 

 code 
 112310W0 

 112310S0 
 112310M0 
 112310G0 
 112310Q0 
 112310B0 

 code 
 112320W0 

 112320S0 
 112320M0 
 112320G0 
 112320Q0 
 112320B0 

wire springs wire springswire springs 86 -89  90  4 -23 86 -89  90  4 -23 86 -89  115  4 -23 

 ALWAYS USE 
 ALWAYS USE 

more options and specs on page 808 specs on page 810

 driver  | 500mA
 code 

10W 90214406
10W   dim 90224403
24W DALI 90244701

 driver  | 12V
 code 

10W  dim  90221401 
25W    dim  90221701 

 Light Colour  lumen  |  cri  code 
 2700K 530/715 |  >90 3  
 3000K 575/775 |  >90  5 
 4000K 620/830 |  >90 7 
 2000-3000K 380/560 |  >90  9 

OPTIONAL

 PAR16   6.5W |   GU10 |   phase-cut dim 
 code 

 ¦2700K | 460lm  901228W3 
 ¦2700K | 437lm 901228B3 
3000K | 500lm  901228W5 
3000K | 457lm 901228B5

BLADE SPRING VERSIONS AND 

MORE BEAM ANGLES ONLINE

weverducre.com/more-deep-adjust

LED module 20 years replaceability

70 — 71
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