
WEVER & DUCRÉ BV | Spinnerijstraat 99/21 | 8500 Kortrijk | Belgium | offi  ce@weverducre.com | weverducre.com

Good to know
WHICH SAFETY CLASS?

We talk about class I devices when a luminaire uses a ground 
connection to protect the end user from electric shocks and 
possible adverse eff ects.

A class II or an electrical double insulated luminaire, is designed 
in such a way that the ground connection is not required.

Electrical appliances comply with the class III standard when they use a SELV 
(separate or Safety Extra-Low Voltage) power source. The power generated 
by a SELV power source is low enough to prevent hazardous eff ects in case 
of electrical shocks.

You can fi nd this in the Wever & Ducré catalogue (red box on the examples below):

Ceiling recessed

PERLEZ IP44

8011
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ø78

ø160

code
192281W_

2.0

LED COB 6/9W | 350/500mA | 18V
aluminium | opal glass

IP44 SDCM3 L80|50K 0.46kg

wire springs  50-55 68 4-25

Light Colour lumen|cri code
2700K 560/770|>95 3
3000K 590/810|>95 5
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ø78

ø130

code
192181W_

1.0

LED COB 6/9W | 350/500mA | 18V
aluminium | opal glass

IP44 SDCM3 L80|50K 0.36kg

wire springs  50-55 68 4-25

Light Colour lumen|cri code
2700K 510/720|>95 3
3000K 540/760|>95 5
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code
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3.0

LED COB 6/9W | 350/500mA | 18V
aluminium | opal glass

IP44 SDCM3 L80|50K 0.64kg

wire springs  50-55 68 4-25

Light Colour lumen|cri code
2700K 610/820|>95 3
3000K 650/870|>95 5

IC rated

ALWAYS USE

driver | 350mA
code

6W | IP20 90213303
7W dim | IP20 90223301

driver | 500mA 
code

10W | IP20 90214406
more options and specs on page 806

ALWAYS USE

driver | 350mA
code

6W | IP20 90213303
7W dim | IP20 90223301

driver | 500mA 
code

10W | IP20 90214406
more options and specs on page 806

ALWAYS USE

driver | 350mA
code

6W | IP20 90213303
7W dim | IP20 90223301

driver | 500mA 
code

10W | IP20 90214406
more options and specs on page 806
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Ceiling recessed

CITY IP44

code
115488W5
115488B5

code
115588W5
115588B5

ø305

48

ø210

48

1.6

LED PCB 13W | phase-cut dim
220-240VAC | 50-60Hz
aluminium | opal PMMA cover

LED PCB 19W | phase-cut dim
220-240VAC | 50-60Hz
aluminium | opal PMMA cover

2.6

IP44 SDCM3 L80|60K 0.64kg IP44 SDCM3 L80|60K 1.05kg

3000K | CRI >90 | 1170lm 3000K | CRI >90 | 1740lm

wire springs wire springs

low 
recessed

50 mm

202-205 50 4-22 297-300 50 4-22

158 — 159
back

Ceiling recessed
66

ø92 90 90

66

1.0 2.0

LED PCB 8W | phase-cut dim
220-240VAC | 50-60Hz
clear + opal PMMA cover

LED PCB 8W | phase-cut dim
220-240VAC | 50-60Hz
clear + opal PMMA cover

MIRBI IP44

IP44 SDCM3 L80|60K 0.26kgIP44 SDCM3 L80|60K 0.24kg

code
175688W5

code
175788W5

3000K | CRI >90 | 660lm 3000K | CRI >90 | 660lm

blade springs blade springs

low 
recessed

50 mm

IC rated

76-79 50 min. 8 72x72 50 min. 8

156 — 157

283

643

back


