
 ODREY on track
1-Phase

IP20  0.33kg IP20  0.36kg 

PAR16 max. 12W | GU10
100-240VAC | 50-60Hz
 aluminium
incl. 1-phase Global® track adapter

PAR16 max. 12W | GU10
100-240VAC | 50-60Hz
 aluminium
incl. 1-phase Global® track adapter
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optional inner cover on page 755

 code 
187620WW0
187620GG0
187620BB0

187620WG0
187620BG0
187620GB0

 code 
187420WW0
187420GG0
187420BB0

187420WG0
187420BG0
187420GB0

BG GB

BB WG

WW GG

IP20  0.32kg 

PAR16 max. 12W | GU10
100-240VAC | 50-60Hz
 aluminium
incl. 1-phase Global® track adapter
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 code 
187720WW0
187720GG0
187720BB0

187720WG0
187720BG0
187720GB0

OPTIONAL

 PAR16  6.5W |   GU10 |   phase-cut dim 
 code 

 �2700K | 460lm  901228W3 
 �2700K | 437lm 901228B3 
3000K | 500lm  901228W5 
3000K | 457lm 901228B5

OPTIONAL

 PAR16  6.5W |   GU10 |   phase-cut dim 
 code 

 �2700K | 460lm  901228W3 
 �2700K | 437lm 901228B3 
3000K | 500lm  901228W5 
3000K | 457lm 901228B5

OPTIONAL

 PAR16  6.5W |   GU10 |   phase-cut dim 
 code 

 �2700K | 460lm  901228W3 
 �2700K | 437lm 901228B3 
3000K | 500lm  901228W5 
3000K | 457lm 901228B5

white fixture with white cable/adapter 

other fixtures with black cable/adapter 

more colour combinations on request

346 — 347

461

525


