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LED COB 8W | 48V
 DALI dim |aluminium wet 

painted |PC adapter
     

2700K | 3000K

LED COB 8W | 48V
 DALI dim |aluminium wet 

painted |PC adapter
     

2700K | 3000K

LED COB 8W | 48V
DALI dim |aluminium wet 

painted |PC adapter
     

2700K | 3000K

LED COB 8W | 48V
DALI dim |aluminium wet 

painted |PC adapter
     

2700K | 3000K

LED COB 8W | 48V | 
DALI dim |aluminium wet 
painted  | shade matching 

inner cover included
PC adapter
     

2700K | 3000K

LED COB 8W | 48V
DALI dim | aluminium wet 

painted | shade matching inner 
cover included | PC adapter 

     
2700K | 3000K

LED COB 8W | 48V
DALI dim | aluminium wet 

painted | PC adapter
     

2700K | 3000K

LED COB 8W | 48V
DALI dim | aluminium wet 

painted | PC adapter
     

2700K | 3000K

TECH SPECIFICATIONS 

ODREY ON TRACK

1.1

1.5 1.6 1.7 1.8

1.2 1.3 1.4
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PAR16 max. 12W | GU10
100-240VAC | 50-60Hz
aluminium wet painted

     
2700K | 3000K

PAR16 max. 12W | GU10
100-240VAC | 50-60Hz
aluminium wet painted

     
2700K | 3000K

PAR16 max. 12W | GU10
100-240VAC | 50-60Hz
aluminium wet painted

     
2700K | 3000K

PAR16 max. 12W | GU10
100-240VAC | 50-60Hz
aluminium wet painted

     
2700K | 3000K

PAR16 max. 12W | GU10
100-240VAC | 50-60Hz
aluminium wet painted 

shade matching inner cover 
included 

     
2700K | 3000K

PAR16 max. 12W | GU10
100-240VAC | 50-60Hz
aluminium wet painted

     
2700K | 3000K

PAR16 max. 12W | GU10
100-240VAC | 50-60Hz
aluminium wet painted

     
2700K | 3000K

PAR16 max. 12W | GU10
100-240VAC | 50-60Hz
aluminium wet painted

shade matching inner cover 
included

     
2700K | 3000K

TECH SPECIFICATIONS 

ODREY CEILING SUSPENDED

1.1

1.5 1.6 1.7 1.8

1.3 1.41.2
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PAR16 max. 12W | GU10
100-240VAC | 50-60Hz

steel and aluminium wet painted
     

2700K | 3000K

PAR16 max. 12W | GU10
100-240VAC | 50-60Hz

steel and aluminium wet painted
     

2700K | 3000K

PAR16 max. 12W | GU10
100-240VAC | 50-60Hz

steel and aluminium wet painted
     

2700K | 3000K

2x PAR16 max. 12W | GU10
100-240VAC | 50-60Hz

steel and aluminium wet painted
     

2700K | 3000K

2x PAR16 max. 12W | GU10
100-240VAC | 50-60Hz

steel and aluminium wet painted
     

2700K | 3000K

2x PAR16 max. 12W | GU10
100-240VAC | 50-60Hz

steel and aluminium wet painted
     

2700K | 3000K

TECH SPECIFICATIONS 

ODREY WALL SURFACE



ODREY
SUSPENSION VARIETY

LINEAR MULTIPLE BASE

MULTIPLE BASE

WALL BASE

SINGLE BASE 
SURFACE | SEMI RECESSED | RECESSED



Exuding 1950s charm like no other. We‘re not talking about style 
icon Audrey Hepburn, but about our eponymous luminaire. It 
should never miss a cocktail party. Why invite it? Because it can 
change its look more often than any movie star. It looks just as 
fantastic in matte black as it does in shimmering gold. How does 
that work? Choose a mounting and combine it with up to eight 
different shade forms. Looking for an eye-catcher for the wall? 
You can customise ODREY‘S shape with three elegant cuff shapes.

THE LITTLE BLACK LAMP –
LOOKS GOOD IN GOLD TOO

MORE INFO

weverducre.com/odrey


